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APOS HiPaP 350 / HPR 400 IP Configuration Settings
1. PURPOSE 

The purpose of this procedure is to detail the steps involved for all Laptop Computers requiring Additional Information for Setup on HIPAP 350/HPR 400 System.
2. SCOPE 

This procedure applies to all employees within the Organization. 

3. RESPONSIBILITY AND AUTHORITY  

The Technical Director has the responsibility and authority for ensuring that this procedure is effectively implemented.

4. Procedure 
4.1 Verify the following IP addresses for APOS under “Network Connections”.  See Figures 1-5
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Figure 1
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Figure 2
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Figure 3
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Figure 4
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Figure 5
4.2 Verify the following IP addresses for Transceiver under “Network Connections”.  See Figures 6-10.
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Figure 6
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Figure 7
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Figure 8
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Figure 9
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Figure 10
4.3 Go into Start > Programs > APOS-OSK Unicode Utilities > IPConf.  See Figures 11-12.
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Figure 11
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Figure 12 (Verify Settings are as listed)
4.4 Go to User > Logon > Select Service as User and use Password 1997 to logon. See Figures 13-14.
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Figure 13
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Figure 14  (Select USER name as Service and 1997 as password to log in)
4.5 Once logged in > Press F4 > Option code screen will Pop-up > Now calculate the access code by entering the year month day x 7.  Example:  If today was December 18, 2013, you would use 13 for the year, 12 for the month, and 18 for the day.  131218 x 7 = 918526    so enter 918526 to access.  See Figure 15.
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Figure 15
4.6 For HIPAP 350 > Verify settings per Figures 16 & 17.

[image: image16.png]Options setup

" sseL ™ Demonstiation
Transponder type-
LBL optons

 LBL W Beacon
T Mubser 8L ke
T LBLRxonmut Te: I” Compass

P " .
| P |

¥ High pedorhance calbition s

T~ DuallBL

I ERA Cameron interface: ™ e posiioning
I ERANL nterace T Beacon SBL
I Dual HPAP §SBL. T Extemal emch
s

W KM Test




Figure 16
[image: image17.png]



Figure 17
4.7 For HPR 400 > Verify settings per Figures 18 & 19.
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Figure 18
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Figure 19
4.8 Verify IP Address for External Internal Interfaces for GYRO.  Note:  The IP Addresses for both the Gyro and GPS must be the same. See figures 20-22.
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Figure 20
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Figure 21
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              Figure 22 (IP ADDRESS MUST MATCH)
4.9 Verify IP Address for External Internal Interface for GPS. See figures 23-24.

[image: image23.png]Current Interfaces

Intetface to:

Evtemal Intefaces

E NEMA Extinterfacel

e e





Figure 23
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Figure 24  (IP ADDRESS MUST MATCH)
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