To Install APOS on windows 7 by Adam Ariganello January 2018

Run the latest APOS installer


Select “yes” for license agreement


Select “next” for Information


Name the computer “APOS” and the Company “TDI Brooks International” then hit “Next”


Choose “APOS 350/351” for new install or “upgrade” if the program is already installed


Choose “next” for program folder if “APOS” is in the top box


Choose “OS1” and “Single net” then press “next” (will not appear if upgrading)

The program will now install 


Chose “no” for automatic startup


Choose “no” for Dnet2 driver (not sure about this)


Chose “No” for PDF reader


Chose “no I will restart my computer later” then “Finish”

Run the latest HiPap installer


 To Install click “next”

Choose “Typical” for new install and “upgrade” if the program is already installed then “next”

Name “APOS” company “TDI Brooks International” Serial number -use any three digit number. Hit “next”


Choose “Hipap 351/352or350 portable” hit “next”

The program will now install


Hit “yes” to install WinPcap


Hit “yes” then “Next” then uncheck the box for auto startup and hit “next”

Don’t restart yet, next you will install the loopback adaptor:
How to install a loopback adapter in Microsoft Windows 7 

 
1) Click windows icon at bottom of screen. 

2) Write hdwwiz in the search field. 

3) Click Next 

4) Click Install the hardware that I manually select from a list, and then click next. 

5) Select Network adapters, and then click next. 

6) In the Manufacturer box, click Microsoft. 

7) In the Network Adapter box, click Microsoft Loopback Adapter, and then click next. 

8) Click Next to install the loopback adapter, and then Finish.

How to name and IP address on a network device in windows 7 

1) Click Start and control panel.

2) View network status and tasks. 

3) Change adapter settings. 

4) Right click the loopback adapter and rename it NetA. 

5) Right click the loopback adapter and click Properties. 

6) Select Internet Protocol Version 4 (TCP/IPv4). 

7) Click Properties and Use the following IP address. 


IP address:  172.21.2.81


Subnet mask: 255.255.0.0

8) hit OK

9) 4) Right click the other network cable adapter and rename it Transciever. 

5) Right click the loopback adapter and click Properties. 

6) Select Internet Protocol Version 4 (TCP/IPv4). 

7) Click Properties and Use the following IP address. 


IP address:  192.168.200.1


Subnet mask: 255.255.0.0

8) hit OK

Run the “IP conf” program from the start-all programs menu.
Hit the top “auto modify” button
Hit “save”

Exit

Restart computer

Start APOS


Hit “allow” for all the firewall exceptions


Once loaded click user and log on as service with password 1997.

Next click “configure” button


Hit “config net”


Entries should be same as these:
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At bottom of screen click the red ball program to open the HiPAP window


Chose “configure” then logon as service password 1997

Click “configure” then choose “APOS connection”


Entries should be same as these:

[image: image2.png]Addresses

P Address
Receive port

Transmit port

Mullicast Addr.

oK

17221281

44745

2302111192

Cancel





[image: image3.png]—_——
Net Adapter for Transceiver 192 168 . 200 . 1 [lRestart On Ponenup
offtme () 15
S B w2 w2
" [oetectpower fa

P Address for Hoist Control 121681725 e
1P Address for Gate Valve 102168716 e
1P Address for Hull Unit Depth 182168 . 127 . 127 [Jenable
1P Address for Responder Unit 192 . 168 . 200 . 222

Crecionlfvesge Felogtme) 4

w1 itz i3
VRU data latency adjustment (ms) 3 3 3
Attitude tmeout (s) 01 0.1 01
e 5 5 5
Gyrotoerance (Geg) 2 At terance @) 05
Path for data fles ~ C:\PAP\Data\HPAP\

o





